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CBES12FD CBES15FD

1.1 Mast type

1.2 Mast profile

1.3 Type of drive

1.4 Operator type

1l48) Capacity

1.6 Load center

1.7 Wheel base

1.8 Electric power steering(EPS)

Service weight without battery
Service weight with battery

Wheel type
3.2 Size of front wheels
3.4 Size of drive wheels

Wheels quantity

4.1 Mast lower height

4.2 Overall length (with platform)

4.3 Overall length (without platform)

4.4 Rear body width

4.5 Overall width

4.6 Height of tiller arm in drive position min./max.
4.7 Rear body height

4.8 Mast extend height

w1
W2

CBES12 CBES15D
Duplex
C model/H model
Full electric

Rider

1200 1500

600 600

1184 1354

CBES20D CBES15T
Triplex
H model H model
Full electric
Rider
2000 1500
600 600
1635 1354

Standard equipped

Duplex mast & free lift

H model
Full Electric
Rider
1200 \ 1500
600 600
1184 \ 1354

1470/1570/1630
1680/1780/1840

1570/1670/1730
1780/1880/1940

5.1 Lifting height
52 Clearance
5.3 Fork length

54 Overall fork width
5.5 Min. turning radius
5.6 Lowered height of fork

57 Fork thickness
5.8 Fork width
5.9 Freelift height

H2
slell
w
Wa
H3

S

Ast

Ast
Ast

5.10 ‘ Fork tilting degree (forward/backward) ‘
5.11 Aisle width without platform (800*1200mm pallet)
512| Aisle width with platform (800*1200mm pallet) \
5.13 Aisle width without platform (1000*1200mm pallet)
5.14 Aisle width with platform (1000*1200mm pallet)
6.1 Travel speed laden

‘ unladen \
6.2 Lift speed laden

‘ unladen ‘
6.3 Lower speed laden

‘ unladen ‘
6.4 Gradeability laden

unladen

71 Drive motor
7.2 Lift motor
73 Battery voltage/capacity
7.4 Battery weight
7.5 Battery size

7.6 Brake type

mm €210 ¢210 ¢210 ¢210 ¢210 €210
mm €230 €230 €230 €230 €230 \ €230
. pes 172 1/2 1/2 112 112 112
[CHAssIS
mm 2055 2045 1805/2055/2205
mm 3080 3250 3540 3270 3100 3270
mm 2540 2710 3000 2730 2560 2730
mm 850 850 940 850 850 850
mm 990 990 1100 990 990 990
mm 1030-1270
mm 860 860 860 860 860 860
mm 3815 3810 3925 5310 3315/3815/4115
mm 70~3000 70~4500 70~2500/3000/3300
mm 60 60 60 60 60 60
mm 1070 1070 1070 1070 1070 1070
mm 200~680 200~680 240~680 200~680 200~680 200~680
mm 1463 1633 1840 1633 1463 1633
mm 70 70 70 70 70 70
mm 30 35 40 35 30 35
mm 100 100 120 100 100 100
mm — — — 1530 1260/1510/1660
B 2/5 2/5 2/5 2/5 2/5 \ 2/5
mm 3036 3206 3580 3203 3036 3206
mm 3576 3746 4000 3743 3576 \ 3746
mm 3069 3239 3610 3235 3069 3239
mm 3609 3779 4030 3775 3609 3779
km/h 5 5 5 5 5 5
kmih 53 53 51 53 53 \ 53
mm/s 85 20 50 100 108 108
mmis 110 100 70 147 147 \ 147
mm/s 240 210 150 180 145 145
mm/s 100 80 70 120 80 \ 80
% 5 5 5 5 5 5
% 7 7 7 7 7 \ 7
kw 22 22 25 22 22 \ 22
kw 3
V/Ah 24V 210/270/340Ah
kg 210
mm 790x210x576
electromagnetic
F2-A (CURTIS) 1232E (CURTIS) F2-A (CURTIS)

Control system
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CBES12/15/20 &S

cLECTRIC CUUNTER BALANGE STACKER

CBES12D (with Duplex) CBES12FD (with Duplex & free lift)

2500 1805 3315 1630 3000 2055 3815 1510 1780
3000 2055 3815 1730 3300 2205 4115 1660 1840
3300 2205 4115 1790
3500 2305 4315 1830
4000 2555 4815 1850

CBES15FD (with Duplex & free lift)

CBES15D (with Duplex)

3000 2055 3810 1510 1880
3300 2205 4110 1660 1940
1600 2140 2410 1630
2500 1805 3310 1730
3000 2055 3810 1830
3300 2205 4110 1890 CBES15T (with Triplex )
3500 2305 4310 1930
4000 2555 4810 1950
3700 1780 4510 1262 1980
4000 1880 4810 1362 2000
4300 1980 5110 1462 2020
CBES20D (with Duplex ) 4500 2045 5310 1530 2035
4800 2145 5610 1630 2050
5000 2212 5810 1730 2075
2500 1805 3425 2200
3000 2055 3925 2250
3300 2205 4225 2300
3500 2305 4425 2340
4000 2550 4925 2430
www.staxxmhe.com
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