
CBES500CBES500
ELECTRIC COUNTER BALANCE STACKER

www.staxxmhe.com

Make
Your Job
Easier



ELECTRIC COUNTER BALANCE STACKER
CBES500/750CBES500/750

www.staxxmhe.com

MODEL
FEATURES

WEIGHT

 WHEEL

DIMENSION

Drive Mode
Operator type
Rated capacity
Load center
Wheel base

Self weight

Wheel type 
Front wheel size
Driving wheel size
Front wheel base

Mast lower height
Lifting height
Overall length
Overall width
Minimum ground clearance
Fork length 
Overall fork width
Turning radius
lowered height of fork
Rear height
Rear body width
Max.Mast height

Travelling speed, laden/unladen
Lowering speed,laden/unladen
Lifting speed,laden/unladen

Driving motor
Lifting motor
Battery capacity
Battery size
Brake type
Control system

1.1
1.2
1.3
1.4
1.5

2.1

3.1
3.2
3.3
3.4

4.1
4.2
4.3
4.4
4.5
4.6
4.7
4.8
4.9
4.10
4.11
4.12

5.1
5.2
5.3

6.1
6.2
6.3
6.4
6.5
6.6

Q
C
Y

H
h
L
W
H1
slell
W1

H2
H3
W2
H4

kg
mm
mm

kg

mm
mm
mm

mm
mm
mm
mm
mm
mm
mm
mm
mm
mm

mm

Km/h
mm/s
mm/s

kW
kW

V/Ah
mm

CBES500/750-3000CBES500/750-2500CBES500/750-2000CBES500/750-1600 CBES500/750-3500

Electric
Walkie

500/750
00

955

1100

PU
150
210
665

2270
70~3500

2330
772
45

1070
160~650

1150
70
750
750
4205

4.5/4.7
110/130
145/100

0.75
1.5

(12V/100Ah)×2
(260x170x215)x2

Electric
Walkie

500/750
00

955

1050

PU
150
210
665

2020
70~3000

2330
772
45

1070
160~650

1150
70

750
750

3705

4.5/4.7
110/130
145/100

0.75
1.5

(12V/100Ah)×2
(260x170x215)x2

Electric
Walkie

500/750
00

955

1000

PU
150
210
665

1770
70~2500

2330
772
45

1070
160~650

1150
70

750
750

3205

4.5/4.7
110/130
145/100

0.75
1.5

(12V/100Ah)×2
(260x170x215)x2
electromagnetic

2502-1212P (CURTIS)

Electric
Walkie

500/750
00

955

800

PU
150
210
665

2100
70~1600

2330
772
45

1070
160~650

1150
70
750
750
2100

4.5/4.7
110/130
145/100

0.75
1.5

(12V/100Ah)×2
(260x170x215)x2

Electric
Walkie

500/750
00

955

950

PU
150
210
665

1520
70~2000

2330
772
45

1070
160~650

1150
70

750
750

2705

4.5/4.7
110/130
145/100

0.75
1.5

(12V/100Ah)×2
(260x170x215)x2

PERFORMANCE

DRIVING SYSTEM


